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1 VC Project Loader A%|%HH

1.1 st=of A

MS Windos 7 O] A x|El 4248 PC (Automation PC) 1 CH

1.2 VC Project Loader MX|

1) Automation Studio &4%| DVD & DVD-ROM Of| £&

2) A& Zo0|& F2 ALt Install.exe & Q1% MEN(HEE2)5t0{ T2
3) ¢do M= (English / German)

4) == ZolM ‘vC Windows Terminal'€ 2254l %, ‘Save As’' HHE S M=,

5) HsteE Xl Mx| 2t (VC WindowsTerminal.exe) M &

Al

o

0%k

Automation
Studio 4.x

e VC Windows Terminal

| e ——— Copies the required installation files from the DVD to a storage medium - e.g. flash drive.

Install Kits

Note: The corresponding .NET Framework (copied to the storage medium together with the VC Terminal Installer) must be
installed before installing VC Terminal Installer on the Windows Terminal

VC Windows Terminal transfer
click icon to save

Sprache
Language

© B&R, office@br-automation.com

6) &8 PC oM ‘VC WindowsTerminal.exe’ & 22/5t0{ AMx%|.

&

W
WeindowsTermina
lexe
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VC Project Loader A%

2 VC Project Loader

A XA
E'o

2.1 VC Project Loader Configuration &8

1)

‘VCWT Configuration’ 2

2.1.1 Prerequisites (L Zh

Prerequisites 3P0l M TR M 0|

CHE 7129 EAlE 71 40|

_ i v
VC Project Loader £ &4 &5 A|7|7]| QM= ZE M&o| ¥ 2 EAZzE M

4 A4

EL

LIct

ol AM=3)Z EAIZ|H Yol &= E 0|,

st
=

|

E2e

p%|

HY 28

L@
Apply Refresh

Apply Refresh

Prerequisites | User Management | Boot | Automation Funtime | EWF | Network [ VNC [ Log |

Prorequistes | User Management | Boot | Automation Runtime | EWF | Network [ VNC [ Log |

Prerequistes

This table lists all required and optional components to operate a VC Temninal
Please configurs this target appropriately or click ‘Apply to try to configure automaticaly.

Prerequistes

This table lists all required and optional components to operate a VC Teminal
Please configure this target appropriately or click "Apply'to try to configure automaticaly

ntial

VC Tools integrity

e VC Terminals b

[y

Valid and supported B&R Hardware
Ches ali 0

Valid and supported B&R Hardware

¥
No runtime restrictions will be applied

a e

erminal User |

ified terminal password

iy

Terminal User Prfile
Terminal User Pr
On *Apply’ us

Terminal User Profile
minal User F

in Terminal Mode

«

Network properties

Network properties

Windows Firewall

v 4

[y

ELO Touch Calibration Utility
\r "

-

ELO Registry Fix

ELO Registry Fix
e i

A 3issues, Ounvesolvable, 3 optional componerts not installed or corfigured

kS

Q:.'? The component was installed or configured correctly.
The component has not been installed or is not yet configured (either in the VC
* Target Configurator or in Windows). In this case, this function will not be available
during runtime
8 The component is required by the Visual Components runtime environment, and
Ly has either not been installed or not been configured. "Apply" automatically restores
proper functionality.
The component is optional, and is not absolutely necessary for the Visual Comp o-
nents runtime environment
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VC Project Loader A%

2.1.2 User Management A&

g5 A of| Al
Administrator username | & 2Z|Xt(Administrator ) Ol& Administrator
Administrator password | ZZ|XH(Administrator ) H|ZHS Ak
Terminal user password | Terminal 2ZEZ 23018 ZR 8 HIZHS (KHES 2Ql) | ¥+
' BR VC Torget Configu oo e

& 1
Apply Refresh

Prerequisites | User Management | Boot | Automation Rurtime | EWF [ Network [ VNC [ Log |
Administrator Mode

The Administrator Mode is the mode you are cumently working in and used to configure this target and Visual
Componerts relafed options
|| = ‘ Administrator usemame:  Administrator

Admiristrator password:  sees I

Teminal Mode

The Temminal Mode is active once you lock down this target and used to run @ Visual Components project. Only
usars knowing the administrator password can retum back to Administration Mode:

=y Teminal user password:  ssss

2.1.3 Boot M™

= i
Apply Refresh

‘ Prerequisites | User Managementl Boot ‘Momaﬂon Runtime I EWF | Network |VNC I Log |
Boot delay

Specify the amount in seconds the autoboot will be delayed

h-@ Delayin seconds: 2 I

Security

l g 4 [] Project Configurator options are locked urtil administrator password has been ertered comectly

Hibemation / Fast boot

. Enables fast boot by loading a volatile image on power up. All changes made in teminal mode will be lost
(O) on next boot. You have to enter Administrator Mode in order to perform system changes.

Enable hibemation suppart (Warks in Terminal Mode only)
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ARwin A%

Start Automation Runtime automatically |3

Delay VC Terminal start until Automation Runtime is running &3

Path to Loader: VC Project Loader A %| 2|x| &34
B e e S

5
Apply Refresh

Prerequisites | User Management: | Boot | Automation Runtime | EWF | Networe | NC [ Log |

Automation Runtime

)

@ ARWin

() Don't start an Automation Runtime locally

Automation Runtime Properties
Start Automation Rurtime automatically
=
Delay WC Teminal start until Automation Rurtime is running
Pathto loader C\BRAutomation\ARD10'arD 1Dloader.exe (=)

Start options: .

Configuration for ARwin with response file

The ARwin configuration can be started using the following command line parameters:

| Parameter ” Description
| -b ” Automatic restart after successful ARwin installation
| -C ” Disables the COM2 online interface (starting in AR2.90)
| -2 H Windows restart not intercepted by external program
| - ” Disables the watchdog for the APC620 and PC700 (the watchdog is enabled by default).
| -y ” Disables the synchronization between the Windows clock and the AR clock.
| -z ” Disables the check for shared interrupts.
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2.1.5 EWF A%

Path: C:\BrAutomation\VisualComponets

(Path)

T [

& =
Apply Refresh

Prerequisites | User Management | Boot | Automation Rurtime | EWF | Networic [ VNC [ Log |

Windows Enhanced Write Filter

E!:. ; Enable Windows Enhanced Write Filter for drive C:
immd o I -

Persistert Storage Location

Specify the folder where persistent data should be stored (corfiguration files. log files, ...}
Path: ~ C:\BrAutomation\VisuzlComponerts [

2.1.6 Network &A%

3 &
Apply Refresh

Prerequisites | User t | Boot | Adtomation Runtime | EWF | Network [vnC [Log |

Primary Network Interface

@ Select the network interface to be used by Visual Components
Interace Description IP Address

«# Netwark Bridge MAL Bridge Miniport 126.0.0.100
|71 %% Local Area Connecti...  Intel(R) 82579LM Gigabit Netw. 169.254.78..

Teminal identfication (can be changed later with Project Configurator)
E (@) Use hardware node number {unknown)

@ Use custom node number 1
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VC Project Loader A%

2.1.7 VNC dH™EHFE 7t M87|5)

UltraVNC & Mx(8t & M™HE = U=,

Path: C:\Program Files\uvnc bvba\UltraVNC\winvnc.exe

B&R VC Target Configurator | = |3 2|
A
= 1
Apply Refresh
| Prerequisites I User Management I Boot I Automation Rurtime I EWF I MNetwork | VNC | Log
VNC
@ () Manually operste and administrate VNC
@ WNC controlled by Visual Components project
Path to winvnc.exe:  C:\Program Files‘wvnc bvba'UkraVNC winvnc.exe E]

Figure 1 B&R VC Target Configurator - VNC
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UltravVNC 48
1) |2 f&5tEH0|A UltravNC OFO|2 2 223t # 0t*A FZ 2! > ‘Properties’ 2ME4
Properties
__Properties
Admin Properties
About WinWNC
Visit our site
Add MNew Client
Kill All Clients
List All Clients
Install Service
Uninstall Service
Stop Service
Start Service (must be installed first)
Reboot in safemode

2) &4

ol ot2het SUstAH M

Force Reboot (unsafe)

Close VNC Connections
=
28

=

Query on incoming connection

[ Display Query Window
Timeout: | 10 | seconds

Default action: @ Refuse

(e W
- | x IH "x
Multi viewer connections

s

When Last Client Disconnects

@ Do Nothing
) Lock Workstation (W2K)

~ Logoff Workstation

UltraWMNC Server Property Page

@ Disconnect all existing connections
") Keep existing connections

~) Refuse the new connection

) Refuse all new connection

Accept

Incoming Connections
Accept Socket Connections
Display Number or Ports to use:
0
Keyboard & Mouse
[ isable Viewers inputs
[~ Disable Local inputs

Ne
5500
0 method

@ Auto

Alternate keyboard
Misc.
[ Remove Aero (Vista)
|| Remove Wallpaper for Viewers

_) Display
) Ports  Main:
5800

Enable Blank Monitor on Viewer Request
[~ pisable Only Inputs on Blanking Request

Http:
Enable JavaViewer (Http Connect)
Allow Loopback Connections
|| Loopbackonly
Authentication
VMC Password: eessssss
View-Only Password: sesssess
|7 Require M5 Logon {UserPass. /Domain)
MNew M5 Logon (supports multiple domains)
Configure MS Logon Groups [ pisableTraylcon
File Transfer || Forbid the user to dose down WinVNC
Enable User impersonation (for Service only) Default Server Screen Scale: 1/ 1
DSM Plugin Logging
[[use: MoPlugin detected. .. + [Confia []Log debug infos to the WinVNC.log file
Path: | C:\Program Files\uvnc bvbaUliravme
[ OK. ] [ Apply ] [ Cancel s 2 . . ;
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VC Project Loader A%

2.2 VC Project Loader Configuration 4% &= &9l
[ s e oo N 1 |

1) VCWT ProjectLoader 2 &

& B
Apply Refresh

Prerequistes | Lser | Boot [ Automation Runtime | EWF | Network [ VNC [ Log |

Prerequistes

This tabls lists al required and optional components to operste a VC Teminal
Please cortigure this target appropriately ar cick Apely o try to configure automaticaly.

VC Tools intearity

operate VC Terminals

No runtime restrictions will be applicd

e in Terminal Mode

Terminal User Profile
Terminal User Profile is re
Terminal User Profile

perate in Terminal Mode

Network properties

Correctl

Configu

indows Firewall

& Firewall mustb

Firewall is
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HIOXE

3&DX=E

3.1 Help

i @ B&R Help Explorer - Automation Studio 4.2.2.43 = |E % |

[ File Edit  View Tab Help
© Back 45 ) | Q Search [fr o (=) Glossary | @ Help Contents 7] Help Favorites [5] |

| Help Contents X Search * VC Project Loader ) ) v X

- Automation software - VC Project Loader *
- Project management 1 =
sl VC Project Loader

1-@ Application layer - mapp technology
=-([]) Visualization
(- Visual Components

<[] Libraries
=) Visual Components Remote
#-@ Introduction
(- Terminal mode
=) Windows terminal mode
-[] General information
[] Supported terminal client hardware
&3] Q Terminal server project development
] Q Terminal configuration and commissioning
= LL,I] Terminal runtime system
=[] ¥C Project Loader
i) Switching to administrator mode
[] Manual start
~[Z] VC Project Configurator
] Teminal client boot phases
] Time synchronization
“[] Touch screen calibration
- J Key configuration on a Windows terminal
~[] API functions in terminal mode
©-@ FAQ
=@ VNC
3} Q Style guide
(-6 Integrated web server
£ Q Motion
(-6 Mechatronics
2] Q Safety
- Diagnostics and service
|16 Communication.

m

Functions of the VC Project Loader

(-6 Visual Components YC3 The VC Project Loader opens automatically when the Windows
(- Visual Components VC4 terminal is started in terminal mode.

e Starting an optional ARsim or ARwin system (local terminal

server)

e Connecting to terminal server using the station number

(locally or over a network)

e Applying the network settings from the terminal configuration
e Loading the Visual Components runtime environment

(vewxprt.br)
B N L N L LT PN

n

m

[Z] Done

Automation Studio Help(4.2.2.43) GUID: 2753f931-6df2-437f-8678-f547db0cd6d6

Visualization > Visual Components Remote > Windows terminal mode > Terminal runtime system > VC

Project Loader
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